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Products introduction :

SPF -5P/6P/8P Plus Led grow Light is a full-cycle semi-auto led grow light
solution for commercial cannabis cultivation from vegetative growth to higher
light intensities in bloom. For optimal results,we recommend SPIDER Plus
deployed in environments with CO2 supplementation between 800-1400 ppm
in reproductive growth stage due to high PPFD levels.

SPIDER *P Plus builds on the previous generation's
SPA/SPB/SPC/SPD/SPEx PLUS performance.

Higher Light Intensity, Better Coverage, More advanced features！
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Features:
1. Light tracking system :Wireless control up and down within vertical
distance 100cm(3.3ft). Can adjust the best height of the light by remote or contrl
system according to plant growth hand free .

2. 2 kind of light spectrum optional for different grow period to optimize
plant growth and increase yields while consuming less power .
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3.Industrial grade control system,also applied to large farm .(for more

operation detail , pls watch the video)
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3. High PPFD and Uniform :up to 2025 umol/s at 18’’ (45 cm) height , PPFD
value almost are same in center of footprint compare to the edge pot.

4. IP56 Waterproof, no fans , no noise: adopt superconducting Aluminum as
heatsink provide enough heat dissipation ,ensure best performance of the light ,
low light decay.
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Basic Parameters:

SPECIFICATION

Status Clone&Veg Flower&bloom

Photo

Model No. SPF-5P Plus SPF-5P Plus

Power (W) 200W 640W

Dimension (mm) 1000*1000x1000mm 1000*1000x1000mm

Input voltage
AC 100 ~ 240V
AC 249 ~ 528V

AC 100 ~ 240V
AC 249 ~ 528V

Light source Epistar/ GuangHong/SanAn LED Epistar/ GuangHong/SanAn LED

LED Q'ty 3960 3960

Wavelength 350-720nm 400-800nm

Dimming 0-100%(WIFI)/DALI_RJ14 0-100%(WIFI)/DALI_RJ14

PF Factor >0.95 >0.95

Output PPF 400 umol/s 1686 umol/s

PPF Efficiency 2.0umol/s/W 2.72umol/s/W

PPFD @18''=45cm 390 umol/s 1172 umol/s

G.W (kg) 25 kg 25 kg

Packing Size (cm)
119*64*48cm (light body)
67*24*29 (power box)

119*64*48cm (light body)
67*24*29 (power box)

IP Grade IP56 IP56
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SPECIFICATION

Status Clone&Veg Flower&bloom

Photo

Model No. SPF-6P Plus SPF-6P Plus

Power (W) 200W 840W

Dimension (mm) 1000*1000x1000mm 1000*1000x1000mm

Input voltage
AC 100 ~ 240V
AC 249 ~ 528V

AC 100 ~ 240V
AC 249 ~ 528V

Light source Epistar/SanAn LED Epistar/SanAn LED

LED Q'ty 4752 4752

Wavelength 350-720nm 400-800nm

Dimming 0-100%(WIFI)/DALI_RJ14 0-100%(WIFI)/DALI_RJ14

PF Factor >0.95 >0.95

Output PPF 400 umol/s 2285 umol/s

PPF Efficiency 2.0umol/s/W 2.72umol/s/W

PPFD @18''=45cm 390 umol/s 1472 umol/s

G.W (kg) 27 kg 27 kg

Packing Size (cm)
119*64*48cm (light body)
67*24*29 (power box)

119*64*48cm (light body)
67*24*29 (power box)

IP Grade IP56 IP56
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SPECIFICATION

Status Clone&Veg Flower&bloom

Photo

Model No. SPF-8P Plus SPF-8P Plus

Power (W) 200W 1000W

Dimension (mm) 1000*1000x1000mm 1000*1000x1000mm

Input voltage
AC 100 ~ 240V
AC 249 ~ 528V

AC 100 ~ 240V
AC 249 ~ 528V

Light source Epistar/ GuangHong/SanAn LED Epistar/ GuangHong/SanAn LED

LED Q'ty 6336 6336

Wavelength 350-720nm 400-800nm

Dimming 0-100%(WIFI)/DALI_RJ14 0-100%(WIFI)/DALI_RJ14

PF Factor >0.95 >0.95

Output PPF 400 umol/s 2720 umol/s

PPF Efficiency 2.0umol/s/W 2.72umol/s/W

PPFD @18''=45cm 390 umol/s 2024 umol/s

G.W (kg) 32 kg 32kg

Packing Size (cm)
119*64*48cm (light body)
67*24*29 (power box)

119*64*48cm (light body)
67*24*29 (power box)

IP Grade IP56 IP56
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Packaging&Delivery :

Lead time:
Sample 1 pc: 1-3 working days

2-20 pcs : 3-7 working days

21-100 pcs : 10 working days

>100pcs : to be confirmed
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